
for Enabling Mobile Network Softwarization

DL: 67.27Mbps
UL: 13.88Mbps

20MHz5MHz

DL: 8.44Mbps
UL: 7.99Mbps

10MHz

DL: 14.91Mbps
UL: 12.44Mbps

Field Test of Software LTE Base Station

Slicing of Manycore Network Processor

Deeply Data Plane Programable node

FLARE
Open Deeply Programmable

Network Node Architecture

FLARE Mobile

UE

USRP
B210

FLARE Server

eth2

eth1

FLARE Slice 1 (c-plane)

PCIe

HSS

d-plane

FromGxIO
(xgbe2)

ToGxIO
(gbe3)

xgbe2

GxPCI
xgbe1

FLARE 
Slice 1  
eNB

Signaling

Data

docker

docker docker

SP-GW

(d-plane)

TCP

gbe3

MME

SP-GW
(c-plane)

LTE Softwarization in FLARE Slice

Slicing eNB on FLARE

The Internet

FLARE eNB
FLARE EPC

Acknowledgment : This research is supported by MIC SCOPE

⚫ 36-core TILE-Gx8036 Network Processor
⚫ GbE: 8 ports  10GbE SFP+: 2 ports
⚫ Up to 16GB memory 
⚫ PCI Express 2.0 : x8

FLARE Board Rev.1.3

FLARE Node

⚫ EPC signaling and HSS implemented 
by dockers in c-plane of FLARE slice

⚫ User data processing implemented 
by Click in d-plane of FLARE slice

⚫ Southbound API provides SDN 
messages to create/remove/update 
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⚫ Test performed with FUJITSU LIMITED by obtaining MIC license 
⚫ Softwarization  to be adopted in 5G system offers several advantages

‒ Cost reduction by use of cost effective general purpose servers
‒ System change  flexibility for the specification update
‒ Automation by incorporating complex  measurement and control functions
‒ Network slicing capability enables dynamic resource allocation
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